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2.5m HT MASONRY PILLAR

2.5m HT MASONRY PILLAR
(TYP) SEE DETAIL SHEET L2.2
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LOT 1 LOT 2
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25mm x 150mm OR 25mm x 200mm
CEDAR BOARDS BUTTED TOGETHER &

NAILED TO STRINGERS WITH 50mm NAILS

2.5m HT MASONRY PILLAR

375375

150mm x 150mm CEDAR POST C/W
CHAMFERED TOPCUT, SAND SMOOTH

2.5m HT MASONRY PILLAR
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WOOD SCREEN FENCE BY OTHERS

TOB 89.40

25x150mm CEDAR FASCIA NAILED TO POST
& BOARDS WITH 50mm COATED NAILSPROPERTY LINE

3000

25x150mm CEDAR FASCIA NAILED TO
POST & RAIL WITH 50mm COATED NAILS
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STAIN NOTES:
- FIRST COAT EVENLY APPLIED PRIOR TO ASSEMBLY WITH ALL
CUT ENDS DIPPED.
- SECOND COAT EVENLY APPLIED TO COVER ALL EXPOSED
SURFACES OF FENCE IN PLACE.
- STAIN TO BE APPLIED AS PER MANUFACTURER'S SPEC.

NOTES:
-ALL HARDWARE TO BE GALVANIZED
-FENCE TO BE LOCATED WHOLLY ON PRIVATE PROPERTY,
WITH 50mm SETBACK FROM PUBLIC PROPERTY LINES
-FASCIA IS (2"x6") OR (2''x4'') ; STRUCTURAL STRINGER IS
(2"x6") OR (2"x4")

COLOUR
NOTES: STAIN COLOUR TO BE CV225 -
WB ACRYLIC. AVAILABLE AT ALL
WEATHER WOOD PRODUCTS LTD.

BOARDS 25mm x 150mm (1" x 6")

FASCIA 50mm x 150mm (2" x 6")

RAIL 50mm x 150mm (2" x 6")

POST 150mm x 150mm (6" x 6")

150mm x 150mm (6" x 6")
CEDAR POST C/W CHAMFERED
TOPCUT, SAND SMOOTH

20mm (3/4") DEEP ROUTER CUT,
25mm (1") WIDE OR DOUBLE BEVEL

1 - 50mm x 150mm (2" x 6") CEDAR
TOP RAIL FIXED SECURELY TO POST
WITH 89mm COATED NAILS FACING
PRIVATE PROPERTY.

1 - 50mm x 150mm (2" x 6") CEDAR
FASCIA NAILED TO POSTS WITH 89mm
COATED NAILS

2 - 25mm x 150mm (1" x 6") OR 25mmx
200mm  (1" x 8") CEDAR BOARDS
BUTTED TOGETHER & NAILED TO
STRINGERS WITH 50mm ARDOX NAILS

1 - 50mm x 100mm (2" x 4") CEDAR
SUPPORT RAIL, NAIL TO POSTS

1 - 50mm x 150mm (2" x 6") CEDAR BOTTOM
RAIL, NAILED TO POST LOCATIONS (AS PER
TOP RAIL) WITH 89mm COATED NAILS

1 - 50mm x 150mm (2" x 6")
CEDAR BOTTOM FASCIA, NAIL
TO POSTS & BOARDS

CONCRETE BASE

150mmDEPTH GRAVEL BASE TO BE
DETERMINED / CONFIRMED BASED
ON LOCAL SITE CONDITIONS

1 - 50mm x 100mm (2" x 4") CEDAR
FASCIA NAILED TO POSTS WITH 89mm
COATED NAILS

1 - 50mm x 150mm (2" x 6") CEDAR
CAP NAILED TO POSTS WITH 89mm
COATED NAILS
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POST CAP DETAIL
SEE THIS SHEET
FOR BLOW UP
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1.8M HT. CEDAR OVERLAP WOOD SCREEN FENCE 
N.T.S.




